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EXIST SPRINKLER & SPRINKLER
DRAIN TO REMAIN IN PLACE

ELECTRICAL CONTRACTOR TO REMOVE
EXIST CONDUIT PRIOR TO TUCKPOINTING
IN THIS AREA, THEN REINSTALL

REMOVE 12" DIA EXH DUCT TO
PERFORM TUCKPOINTING
WORK.  REINSTALL FOLLOWING
WALL REPAIRS

ELECTRICAL CONTRACTOR TO REMOVE
EXIST CONDUIT AND SENSOR PRIOR TO
TUCKPOINTING IN THIS AREA, THEN
REINSTALL FOLLOWING WORK

REMOVE & REPLACE
ROOFING AT THIS AREA -
SEE FLOOR PLAN

100% TUCKPOINTING REQD
AT THIS WALL AREA - FULL
HEIGHT OF WALL

EXIST COMMUNICATIONS
BOX - PRIME & PAINT

EXIST FIRE ALARM TO
REMAIN IN PLACE

EXIST OXYGEN BOX TO REMAIN IN USE
DURING FULL DURATION OF WORK -
PROTECT BOX & ASSOCIATED EXPOSED
PIPING FROM DAMAGE.

EXIST DRAIN TO REMAIN
REMOVE TAR SPOT - SEE
SPEC FOR REMOVAL
INSTRUCTIONS

REMOVE PAINT SPOTS -
SEE SPEC FOR REMOVAL
INSTRUCTIONS

ELECTRICAL CONTRACTOR TO REMOVE
LUMINAIRE, JUNCTION BOXES & CONDUIT
PRIOR TO WORK REQD IN THIS AREA,
THEN REINSTALL FOLLOWING WORK.

EXIST SIGNAGE - REMOVE &
REINSTALL IN ORDER TO
TUCKPOINT BRICK BEHIND

100% TUCKPOINTING
REQD - FULL HEIGHT OF
WALL - SEE FLOOR PLAN
FOR LIMITS

WATER-BLAST LIMESTONE SILL TO
REMOVE STAINS, INSTALL SOFT
JOINT @ VERTICAL JOINTS - SEE
DET 4/2-A1

NO WORK REQD @
WALL AREA BEYOND

REMOVE & REPLACE
MET CAP FLASHING TO
LIMITS SHOWN

LIMIT OF CAP FLASHING
REPLACEMENT (AT
OUTSIDE BLDG CORNER)

WATER-BLAST LIMESTONE
SILL TO REMOVE STAINS,
INSTALL SOFT JOINT @
VERTICAL JOINTS - SEE
DET 4/2-A1

EXIST LOUVERS -
NO WORK REQD

EXIST SMOKE SHACK - SEE
REFERENCED PLAN NOTE #1
ON SHEET 2-A1 FOR
DESCRIPTION OF WORK REQD

WATER-BLAST LIMESTONE SILL
TO REMOVE STAINS, INSTALL
SOFT JOINT @ VERTICAL JOINTS
- SEE DET 4/2-A1

ELECTRICAL CONTRACTOR
TO REMOVE  CONDUIT
PRIOR TO TUCKPOINTING
WORK, THEN REINSTALL
FOLLOWING WORK

REMOVE ALL SEALANT
AROUND PERIMETER OF
WINDOW INFILLS &
TUCKPOINT JOINT

SAWCUT NEW CONTROL JT
FOR FULL HEIGHT OF BRICK

TO APPROXIMATE LIMITS SHOWN
(SHADED AREA): REMOVE, CLEAN
& REINSTALL BRICK

REMOVE SIGN.  REINSTALL
FOLLOWING TUCKPOINTING
WORK.

REMOVE EXIST BRICK TO THE
EXTENTS REQUIRED TO REVIEW &
REPAIR THE EXIST COLUMN, SEE
STRUCTURAL FOR THE EXTENTS,
REINSTALL EXISTING BRICK TO
MATCH THE EXIST AFTER THE
REPAIR HAS BE COMPLETED

REMOVE EXIST BRICK TO THE EXTENTS
REQUIRED TO REVIEW & REPAIR THE EXIST
COLUMN.  CLEAN AND REINSTALL BRICK
AFTER STRUCTURAL WORK HAS BE
COMPLETED.  SEE STRUCTURAL FOR THE
LOWER EXTENT OF WORK.
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SAWCUT NEW CONTROL JT
FOR FULL HEIGHT OF BRICK

EXIST JUNCTION BOX & CONDUIT
BELOW TO REMAIN

EXIST CONDUIT & JUNCTION BOX
TO REMAIN

A'B'C'D'

2' - 0"
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ELECTRICAL CONTRACTOR TO
REMOVE ELECTRICAL BOX &
CONDUIT PRIOR TO WALL
REPAIRS IN THIS AREA.
REINSTALL FOLLOWING
TUCKPOINTING WORK.

REMOVE 12" DIA EXH DUCT TO
PERFORM TUCKPOINTING
WORK.  REINSTALL
FOLLOWING TUCKPOINTING.

REMOVE 4" FLAMMABLE
EXHAUST PIPING.
REINSTALL FOLLOWING
WALL REPAIR WORK

WATER-BLAST LIMESTONE SILL TO
REMOVE STAINS, INSTALL SOFT
JOINT @ VERTICAL JOINTS - SEE
DET 4/2-A1

EXIST HM DOOR & FRAME - REMOVE
& REPLACE SEALANT AROUND FULL
PERIMETER OF FRAME.  STRIP,
PRIME & PAINT DOORS & FRAME

EXIST HM DOOR & FRAME -
REMOVE & REPLACE
SEALANT AROUND FULL
PERIMETER OF FRAME.
STRIP, PRIME & PAINT DOORS
& FRAME.

REMOVE & REINSTALL
LUMINAIRE

REMOVE & REPLACE
ROOFING AT THIS AREA -
SEE FLOOR PLAN

100% TUCKPOINTING
REQUIRED FOR FULL
HEIGHT OF WALL REMOVE & REPLACE

MET CAP FLASHING

EXIST LOUVERS -
NO WORK REQD

WATER-BLAST LIMESTONE
SILL TO REMOVE STAINS,
INSTALL SOFT JOINT @
VERTICAL JOINTS - SEE
DET 4/2-A1

WATER-BLAST LIMESTONE SILL TO
REMOVE STAINS, INSTALL SOFT JOINT
@ VERTICAL JOINTS - SEE DET 4/2-A1

CLEAN BRICK IN
THIS AREA - SEE
SPEC FOR
REMOVAL
INSTRUCTIONS

EXIST SCUPPERS TO
REMAIN - REMOVE &
REPLACE SEALANT
AROUND FULL
PERIMETER

REMOVE & REPLACE
MET CAP FLASHING
(FULL LENGTH OF
PARAPET)

FACE OF EXIST BRICK WALL

TO LIMITS SHOWN (SHADED AREA):
REMOVE, CLEAN & REINSTALL
BRICK ABOVE EXIST SOFT JOINT

REMOVE ALL SEALANT
@ PERIMETERS OF
WDW & DOOR INFILL
AREAS

INFILL EXIST
HOLE W/ SEALANT

REMOVE BOLTS &
INFILL HOLES W/
SEALANT

REMOVE ALL SEALANT
@ PERIMETERS OF
WDW INFILL AREAS
(TYP)

REMOVE HOOKS
& INFILL HOLES
W/ SEALANT

REMOVE ALL SEALANT
@ PERIMETER OF
EXIST WDW INFILL
AREA

SAWCUT NEW
CONTROL JT
FULL HEIGHT
OF BRICK

SAWCUT NEW CONTROL JOINT
FULL HEIGHT OF WALL

TO LIMITS SHOWN (SHADED
AREA): REMOVE, CLEAN &
REINSTALL BRICK ABOVE
EXIST SOFT JOINT

REMOVE & REPLACE ALL
SEALANT @ EXIST EXPN JT

REMOVE & REPLACE
SEALANT FULL HEIGHT @
EXIST EXPN JT

REMOVE & REPLACE BRICK
TO MATCH EXISTING @
EXIST INFILL AREA

EXIST SMOKE SHACK - SEE
REFERENCED PLAN NOTE #1
ON SHEET 2-A1 FOR
DESCRIPTION OF WORK REQD

REMOVE & REPLACE
SEALANT FULL HEIGHT @
INSIDE CORNER OF WALL EXIST BRICK - NO

TUCKPOINTING
REQD

EXIST BRICK WALL -
NO TUCKPOINTING
REQD

REMOVE & REPLACE
BRICK TO MATCH
EXISTING

REMOVE &
REINSTALL SEALANT
FULL HEIGHT @
INSIDE CORNERS OF
WALLS

REMOVE & REPLACE
BRICK TO MATCH
EXISTING

EXIST SIGNAGE

EXIST FIRE
CONNECTION

EXIST
CONTROL
PNL

EXIST FIRE
STROBE

REMOVE EXIST BRICK TO THE EXTENTS
REQUIRED TO REVIEW & REPAIR THE
EXIST COLUMN, SEE STRUCTURAL FOR
THE EXTENTS, INSTALL NEW BRICK TO
MATCH THE EXIST AFTER THE REPAIR HAS
BEEN COMPLETED

T.O. PARAPET
714' - 8"

FIRST FLOOR

697' - 10"

(FULL HEIGHT OF WALL)

EXTENT OF TUCKPOINTING WORK
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REMOVE & REPLACE PREFIN
MET COPING TO LIMITS
SHOWN

LIMIT OF MET COPING
REPLACEMENT (AT
OUTSIDE CORNER)

LIMIT OF
TUCKPOINTING
WORK (DASHED
LINE)

TO LIMITS SHOWN (SHADED AREA):
REMOVE, CLEAN & REINSTALL
BRICK ABOVE EXIST SOFT JOINT

EXIST BRICK -
NO WORK
REQD

REMOVE STL STAIR &
PLATFORM PRIOR TO
PERFORMING TUCKPOINTING
WORK - REINSTALL.

100% TUCKPOINTING OF
BRICK REQD TO LIMITS
SHOWN

100% TUCKPOINTING
OF BRICK REQD FOR
FULL HEIGHT OF WALL

100% TUCKPOINTING OF
BRICK REQD TO LIMITS
SHOWN WATER-BLAST LIMESTONE

SILL TO REMOVE STAINS,
INSTALL SOFT JOINT @
VERTICAL JOINTS - SEE
DET 4/2-A1

REMOVE ALL TAR
OVER BRICK ABOVE
TOP EDGE OF ROOF
FLASHING

REMOVE ALL TAR
OVER BRICK ABOVE
TOP EDGE OF ROOF
FLASHING

REMOVE BOLT & INFILL
HOLE W/ SEALANT

INFILL EXIST HOLE
W/ SEALANT

REMOVE & REPLACE
ROOFING AT THIS AREA -
SEE FLOOR PLAN

EXIST PIPE TO REMAIN

REMOVE & REPLACE
MET FLASHING - SEE
DET 3/2-A2

REMOVE & REPLACE MET
FLASHING - SEE DET 3/2-A2

100% TUCKPOINTING
OF BRICK REQD TO
LIMITS SHOWN

REMOVE BRICK &
LIMESTONE SILL AT EXIST
INFILLED WDW.  INFILL W/
BRICK TO MATCH EXIST

EXIST MET CANOPY

FIRST FLOOR

697' - 10"

T.O. ROOF

710' - 0"

T.O. ROOF

711' - 4"

T.O. ROOF

713' - 0 3/4"

T.O. PARAPET

714' - 8"

1
6
' -

 1
0
"

SAWCUT NEW CONTROL JT
FROM LOWER ROOF TO
TOP OF BRICK - ALIGN W/
JAMB OF INTERIOR OPNG
BELOW

SAWCUT NEW CONTROL
JT FROM LOWER ROOF TO
TOP OF BRICK

SAWCUT NEW CONTROL JT
FROM LOWER ROOF DECK
TO TOP OF BRICK

1. REMOVE AND REPLACE PREFINISHED METAL COPING.
2. REMOVE, CLEAN AND REINSTALL BRICK ABOVE EXISTING HORIZONTAL SOFT JOINT -

SEE ELEVATIONS FOR EXTENT OF BRICK REPLACEMENT.
3. EXISTING SOFT JOINT - REMOVE AND REINSTALL SEALANT FOR FULL LENGTH

OF JOINT.
4. REMOVE BOLT AND INFILL HOLE WITH MORTAR.
5. SAWCUT NEW CONTROL JOINT AT THIS LOCATION - SEE ELEVATIONS.

1

11

24

PHOTO P1

3

5
5

1. REMOVE AND REPLACE PREFINISHED METAL COPING.
2. REMOVE, CLEAN AND REINSTALL BRICK ABOVE EXISTING SOFT JOINT.
3. HORIZONTAL SOFT JOINT - REMOVE AND REINSTALL SEALANT FOR FULL LENGTH

OF JOINT.
4. SAWCUT NEW CONTROL JOINT - SEE ELEVATIONS FOR LOCATION.

1

2

PHOTO P2

1

3

4

1. ELECTRICAL CONTRACTOR TO REMOVE
LUMINAIRE PRIOR TO WORK REQD IN THIS
AREA, THEN REINSTALL FOLLOWING WORK.

2. INSTALL NEW CONTROL JOINT FOR FULL
HEIGHT OF WALL - SEE ELEVATIONS FOR
LOCATION.

3. REMOVE AND REPLACE PREFINISHED
METAL COPING.

4. EXISTING SIGNAGE - REMOVE & REINSTALL
AS REQD TO TUCKPOINT BRICK BEHIND SIGN.

1

PHOTO P3

3

2

4

1. FILL CRACK WITH EPOXY - SEE STRUCTURAL.
2. SAWCUT JOINT 1 1/2" DEEP BETWEEN BRICK

AND CONCRETE AND INFILL WITH MORTAR -
SIMILAR TO DETAIL 2/2-A1.

1

PHOTO P4

2

1. PRIME AND PAINT COMMUNICATION BOX.
2. REMOVE SEALANT AROUND FULL PERIMETER OF WINDOW INFILL, TYP.
3. WATER-BLAST LIMESTONE SILL TO REMOVE STAINS.
4. REMOVE LEAD PAINT AT EXPOSED STEEL OVER HM FRAME.  PAINT EXPOSED STEEL

TO MATCH DOOR.  REMOVE AND REPLACE SEALANT AROUND ENTIRE DOOR FRAME.
5. REMOVE AND REPLACE PREFINISHED METAL COPING.

4

PHOTO P5

2

1

3

2

3

3

5

5

REMOVE, CLEAN AND REINSTALL
BRICK AT SHADED AREAS.
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CONSULTANTS:
EXTERIOR BUILDING ELEVATIONS & PHOTOS

DKP REW

RJR

2-A3
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SCALE:  3/16" = 1'-0"
1

SOUTH EXTERIOR ELEVATION

SCALE:  3/16" = 1'-0"
2

WEST EXTERIOR  ELEVATION

SCALE:  3/16" = 1'-0"
3

NORTH EXTERIOR ELEVATION

NOTES:
1.AT ALL INSERTS, REMOVE & INFILL

HOLE W/ SEALANT.  WHERE BRICK AT
INSERT IS BROKEN, REMOVE AND
REPLACE BRICK.  THIS NOTE APPLIES
TO ALL AREAS NOTED TO RECEIVE
TUCKPOINTING.

2.ADJACENT TO ALL NEW CONTROL
JOINTS IN BRICK.  HELI-TIES SHALL
BE INSTALLED AT BOTH SIDES OF THE
CONTROL JOINTS AT A DISTANCE OF
8" FROM THE JOINT AND AT A
VERTICAL SPACING OF    16" OC FOR
THE FULL HEIGHT OF THE BRICK.

3.AT THE BASE OF WALLS REQUIRING
FULL HEIGHT TUCKPOINTING, INSTALL
WEEPS AT 24" OC PER DETAIL 6/2-A1.

4.ALL REMOVED AND UNDAMAGED
BRICK SHALL BE CLEANED AND
REINSTALLED.

COLOR SCHEDULE:

STL DOORS, FRAMES & LINTELS:
FINISH PAINT: PRODUCT: "DEVFLEX HP" BY DEVOE COATINGS;
COLOR: "ARCHITECTURAL BROWN" #4216-7460.

SEALANTS:
PERIMETER OF INFILL WINDOWS & DOORS:  LIMESTONE.
VERTICAL CONTROL JOINTS:  REDWOOD TAN.
HORIZONTAL SOFT JOINTS:  LIMESTONE - PEPPER W/ SAND.

PREFINISHED METAL COPING:
COLOR: DARK BRONZE.

INTERIOR CMU WALLS & CONCRETE COLUMNS:
COLOR TO MATCH EXISTING.

CONSULTANTS:

PAINTING SPECIFICATIONS:

GENERAL:
ALL PAINT SHALL BE ROLLER APPLIED.  NO SPRAYING WILL
BE ALLOWED

EXTERIOR FINISHES
A. APPLY FOLLOWING FINISH COATS WHERE SHOWN ON 

THE DRAWINGS.
B. STEEL AND FERROUS METAL:

1. TWO COATS OF MPI 94 (EXTERIOR ALKYD, SEMI-
                 GLOSS (EO)) ON EXPOSED SURFACES.

INTERIOR FINISHES
A. APPLY FOLLOWING FINISH COATS OVER PRIME COATS

IN SPACES OR ON SURFACES WHERE SHOWN ON THE
           DRAWINGS.

B. METAL WORK:
1. APPLY TO EXPOSED SURFACES.
2. FERROUS METAL, GALVANIZED METAL, AND OTHER

METALS SCHEDULED:
a. APPLY TWO COATS OF MPI 47 (INTERIOR ALKYD,

   SEMI-GLOSS (AK)) UNLESS SPECIFIED 
 OTHERWISE.

C. MASONRY AND CONCRETE WALLS:
1. OVER MPI 4 (INTERIOR/EXTERIOR LATEX BLOCK 

FILLER) ON CMU SURFACES.
2. TWO COATS OF MPI 52 (INTERIOR LATEX, MPI GLOSS

LEVEL 3 (LE).


